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Model 536 Pipe Horse

This manual is free of charge. All personnel who operate this Pipe Horse 
should have a copy of this manual and read and understand its contents. 
To obtain a copy, call, write to the address below, or visit our website.

Read and understand this material before operating  
or servicing the Pipe Horse. Failure to understand  
how to safely operate and service this unit may  
result in property damage, serious injury or death.
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saFeTy alerTs

Safety Alert
Symbol

This safeTy symbol is used to call your attention to instructions 
that concern your personal safety. it means: aTTenTion! be 
aware! This is an imporTanT safeTy insTrucTion!

read, understand and follow these safety instructions. failure to 
follow these safety instructions may result in injury or death.

DANGER

WARNING

CAUTION

immediate hazards which, if not avoided, will result in serious personal
injury or death.

hazards or unsafe practices which, if not avoided, coulD result in serious
personal injury or death.

hazards or unsafe practices which, if not avoided, coulD result in minor
personal injury or property damage.



reTain saFeTy inForMaTion
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Always place the Pipe Horse on a smooth, level, firm surface that will 
support the weight of the load. NEVER use on dirt or gravel surface. Be 
sure all feet of the Pipe Horse make contact with the floor.

Always be sure the pipe is properly placed onto the Pipe Horse. 
Improperly loaded pipe can cause tipping of the Pipe Horse, falling pipe 
and serious injury.

ALWAYS inspect the Pipe Horse before each use. Never use if any legs 
or other part of the Pipe Horse is bent, deformed or broken.

Never adjust the rollers with pipe loaded on the Pipe Horse. 

Never exceed the maximum rated capacity of the Pipe Horse. 

Never alter the Pipe Horse. Only use the Pipe Horse for its designed 
purpose.

Never drop pipe onto the Pipe Horse.

Never allow anyone under the pipe while it is supported by the Pipe 
Horse.

ALWAYS wear gloves and other safety equipment for your specific job 
when using the Pipe Horse.

iMPorTanT saFeTy inForMaTion

Follow ALL safety information provided by the manufacturer.

WARNING

DANGER

CAUTION

This manual should be read and understood by all personnel who operate or service this 
Pipe Horse. Failure to understand how to safely operate and service this unit could result 
in injury or death. This unit should only be operated or serviced by qualified personnel.
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FeaTures
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1. Inspect the Pipe Horse before each use. Never use if any legs or any other part of the 
Pipe Horse is bent, deformed or broken. Never modify or use a Pipe Horse that has 
been modified.

2. Place the Pipe Horse on a smooth, level, firm surface that will support the weight of 
the load. Be sure all feet of the Pipe Horse are making contact with the floor.

3. Using the adjusting nut at either end of the Pipe Horse, adjust the rollers for the size 
pipe you will be loading onto the Pipe Horse.

4. Always support the pipe with a minimum of two (2) Pipe Horses. Pipe size, weight and 
length are some of the factors to consider when supporting pipe with the Pipe Horses.

5. Place the pipe onto the Pipe Horses. Never drop the pipe onto the Pipe Horses. Never 
exceed the maximum rated capacity of the Pipe Horses. Never adjust the rollers with 
the pipe loaded on the Pipe Horses.

    To avoid tipping, the Pipe Horses should be properly aligned so that the pipe rests on 
both rollers of each Pipe Horse being used. Never allow anyone under the pipe while 
it is supported by the Pipe Horses.

6. Each roller on the Pipe Horse has a roller locking screw. Tightening the screw will 
prevent the roller from turning. 
 
NOTE: The Pipe Horse rollers have an oilite bearing and do not need regular 
lubrication. If needed, lubricate the adjusting screw with a light oil, then remove any 
excess oil.

oPeraTinG insTrucTions

sPeciFicaTions

Model No. 536

Pipe Size Capacity 1/2" to 36" 

Max. Weight Capacity 2500 lbs. per Pipe Horse

Overall Dimensions L 27"  W 231⁄2"  H 321⁄2"
Weight 35 lbs.
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exPloded view — 536 PiPe Horse

coMPonenTs lisT

 ITEM# PArT# QTY  DESCrIPTION

 1 .................536-845 ................1 ................ Main Frame
 2 .................536-832 ................2 ................ Roller Head
 3 .................536-752 ................2 ................ Roller
 4 ................2508-581 ...............2 ................ Roller Locking Screw
 5 ...................536-3 ..................2 ................ Socket Shoulder Screw – 1/2" X 3/4"
 6 ..................2508-8 .................2 ................ Hex Nut, 3/8"-16 (nylon insert)
 7 ...................536-4 ..................4 ................ Hex Screw 3/8"-16 X 3/4"
 8 ...................536-5 ..................4 ................ Lock Washer
 9 .................536-839 ................2 ................ Spacer
 10 ........... 536-DecalSet ............1 ................ Decal Set (not shown)

ParTs lisT — 536 PiPe Horse
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